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installatiOn
instRUctiOns

Wiring size

In order for low voltage circuits to operate properly, care 
must be taken in sizing the wire from the transformer to 
TivoFlex.

Tivoli recommends to locate the transformer as close to 
the TivoFlex as possible. Use 12 gauge wire and keep 
the transformer within 100' of the fixture.

step 1: Measure area where system is to be applied.

step 2: Gently unroll TivoFlex. Do not stretch or pull, 
doing so can damage TivoFlex internal connections and 
void warranty.

step 3: Lay TivoFlex along desired area.

step 4: If the design requires mounting clips for 
creating bends and arcs, first lay TivoFlex along desired 
area, then place mounting clips every 12 inches and 
apply screws (by others).

step 5: For vertical installations it is important to 
silicone the TivoFlex into the channel along the entire 
length of the product to prevent gradual stretching from 
gravity.It is recommended that the product is installed 
from the bottom upwards to prevent stretching during 
installation.

step 6: TivoFlex is easily cuttable for field installation 
length adjustment. Be sure to cut only along marked 
lines on product sides.. Simply cut cut through with 
PVC Cutters and cover with end cap. Do not cut while 
system is powered!

step 7: Make connection between TivoFlex beginning 
of run to transformer 24V output. Power up.

MaX FOOtage PeR ciRcUit
DESCRIPTION CAT. NO. WATTAGE 

PER FOOT
CURRENT 
DRAW

MAX FOOTAGE 
PER CITCUIT

TivoFlex Plus RED
YELLOW
ORANGE

1.8W/FT 4A 50'

BLUE
GREEN
WHITE
WARM WHITE

1.92W/FT 45'

TivoFlex Micro RED
YELLOW
ORANGE

2.28W/FT 38'

BLUE
GREEN
WHITE
WARM WHITE

2.44W/FT 35'

DESCRIPTION CAT. NO.

Aluminum Mounting “U” Channel - 6.5' Length TVFP-CHAN-6.5
Aluminum Mounting Clip - 3" TVFP-CLIP
Notched Aluminum Channel - Horizontal 6.5' TVFP-NOTCHH-6.5
Notched Alumiunum Channel - Vertical - 6.5' TVFP-NOTCHV-6.5
Aluminum Micro Mounting “U” Channel - 6.5' Length TVFM-CHAN-6.5
Aluminum Micro Mounting Clip - 3" TVFM-CLIP
Notched Aluminum Micro Channel - Horizontal 6.5’ TVFM-NOTCHH-6.5
Notched Alumiunum Micro Channel - Vertical - 6.5’ TVFM-NOTCHV-6.5
Weather resistant splice (Conch Connector)* TVFP-CSP-24-WR

tiVOFleX PlUs/MicRO 
cOnnectOR cOMPOnents

Aluminum Mounting Channel

Convex bend to 4" 
minimum radius

Concave bend to 6" mini-
mum radius

Vertical Notched Channel

Horizontal Notched Channel

Weather resistant splice (Conch Connector)*

3" Mounting Clip

TVFP-CHAN-6.5 TVFP-CLIP

TVFP-NOTCHH-6.5

TVFP-NOTCHV-6.5

tiVOFleX PlUs / tiVOFleX MicRO BenD RaDiUs

Lateral bend to 1” minimum radius
3/4” minimum radius - TivoFlex Micro

Concave bend to 6" minimum radius

Convex bend to 4” minimum radius

Lateral bend to 1" minimum radius


