SB ‘ TivoTape™ Indoor (factory installed power lead wires)

Tvoli

HORIZON

HRIZ-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

HRIZ-EC-01
Solid End Cap

HRIZ-LNS-OP-6.5
Lens, opal, length 6.5

HRIZ-EC-02
Powerfeed End Cap

NOVA
NOVA-CHAN-SLV-6.5 NOVA-LNS-OP-6.5
Anodized Aluminum Extrusion, Lens, opal, length 6.5
available in 6.5’ lengths
NOVA-EC-01 NOVA-EC-02 MTBK-03
Solid End Cap Powerfeed End Cap Mounting Clip
DOME

Tivoli, LLC. reserves the right to modify this specification without prior notice.

DOME-CHAN-SLV-6.5

Anodized Aluminum Extrusion,

available in 6.5’ lengths

DOME-EC-01
Solid End Cap

DOME-LNS-OP-6.5
Lens, opal, length 6.5’

DOME-EC-02
Powerfeed End Cap
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ALTON

ALTN-CHAN-SLV-6.5 ALTN-LNS-OPL-6.5 ALTN-LNS-CLR-6.5
Anodized Aluminum Extrusion, Lens, opal, length 6.5’ Lens, clear, length 6.5'
available in 6.5’ lengths

17/32" ALTN-LNS-DIF-6.5 ALTN-EC-01 ALTN-EC-02
Lens, diffuser, length 6.5’ Solid End Cap Powerfeed End Cap

NOYES

NOYS-CHAN-SLV-6.5 NOYS-LNS-OPL-6.5 NOYS-LNS-CLR-6.5
Anodized Aluminum Extrusion, Lens, opal, length 6.5’ Lens, clear, length 6.5’
available in 6.5’ lengths
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NOYS-LNS-DIF-6.5 NOYS-EC-01 NOYS-EC-02 NOYS-SPRiIiNG-CLP
Lens, diffuser, length 6.5’ Solid End Cap Powerfeed End Cap  Clip, Spring, Metal

MARSALA

g

MRSL-CHAN-SLV-6.5 MRSL-LNS-OPL-6.5 MRSL-LNS-CLR-6.5
Anodized Aluminum Extrusion, Lens, opal, length 6.5’ Lens, clear, length 6.5
available in 6.5’ lengths

]/2” P
25/3"
oy MRSL-LNS-DIF-6.5  MRSL-EC-01 MRSL-EC-02  MRSL-CLP-MTL
Lens, diffuser, length 6.5 Solid End Cap Powerfeed End Cap Clip, Metal

Tivoli, LLC. reserves the right to modify this specification without prior notice.
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DEWAR

~~—

DWAR-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

DWAR-LNS-OPL-6.5
Lens, opal, length 6.5’

\L

DWAR-LNS-CLR-6.5

Lens, clear, length 6.5

-«
DWAR-LNS-DIF-6.5 DWAR-EC-01 DWAR-EC-02 DWAR-CLP-SLV
Lens, diffuser, length 6.5 Solid End Cap Powerfeed End Cap  Clip, Metal
ASTORIA
ASTR-CHAN-SLV-6.5 ASTR-LNS-DIF-6.5 ASTR-LNS-CLR-6.5
Anodized Aluminum Extrusion,  Lens, diffuser, length 6.5’ Lens, clear, length 6.5’
available in 6.5’ lengths
b B/n"
:: & /; P @
5/8" ﬁ' 'ﬂ 1
IS ASTR-EC-01 ASTR-EC-02 ASTR-CLP-SLV
Solid End Cap Powerfeed End Cap Clip, Metal
MOFETT
E—

Tivoli, LLC. reserves the right to modify this specification without prior notice.

MOFT-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5'lengths

MOFT-LNS-OPL-6.5
Lens, opal, length 6.5’

MOFT-EC-01
Solid End Cap

MOFT-LNS-DIF-6.5
Lens, diffuser, length 6.5’

MOFT-EC-02
Powerfeed End Cap

MOFT-LNS-CLR-6.5

Lens, clear, length 6.5’

SN

MOFT-CLP-SLV
Clip, Metal
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EDGE

==

EDGE-CHAN-SLV-6.5

Anodized Aluminum Extrusion,
available in 6.5’ lengths
»
13/4"
n
*"/16 . 3/4"
EDGE-EC-01
— 1 13/16" 4,1 Solid End Cap

Tivoli, LLC. reserves the right to modify this specification without prior notice.

EDGE-LNS-OP-6.5
Lens, opal, length 6.5’

EDGE-EC-02
Powerfeed End Cap
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TivoTape™ Indoor (factory installed power lead wires)
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Recommended Power Supplies

ADUL - NON DIMMING

PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | ~\orriry
; ADUL-120-1-4-24-D 1 96W 4A
ADUL Series Indoor / 100277V AC
Class 2 ADUL-240-2-4-24-D 24V DC 2 2%96W 2x4A
Damp 5060 HZ
Transformer ADUL-320-3-4-24-D 3 3x96W 3x4A
ADUL - 0-10V DIMMING
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | 1o ey
i ADUL-120-1-4-24-DOT 1 96W 4A
ADUL Series Indoor / 100277V AC
Class 2 ADUL-240-2-4-24-DOT 24V DC 2 2X96W 2%x4A
Damp 5060 HZ
Transformer ADUL-320-3-4-24-DOT 3 3x96W 3x4A
ADUL - DMX SINGLE ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | ior=ry
ADUL-120-1-4-24-DIN 1 96W 4A
ADUL Series
Indoor / 100-277V AC
Class 2 ADUL-240-2-4-24-DIN Damp 5060 Hz 24V DC 2 2X96W 2x4A
Transformer ADUL-320-3-4-24-DIN 3 3x96W 3x4A
ADUL - DMX MULTI ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | ~1preiry
AD(l:JIL Se;ies ADUL-240-2-4-24-DIN-2 Indoor / 100277V AC 2y b 2 2X96W 2x4A
ass
-390-3-4-24-DIN- D 5060 H
Transformer ADUL-320-3-4-24-DIN-3 amp z 3 3x96W 3x4A
ADNM - DMX/DALI FLICKER-FREE FOR TV STUDIO
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERs | MAXLOAD |~ or~ry
Bl T Fre Vet oo/ | 002 A | ne T e T
Class 2 Outdoor 5060 Hz
Transformer ADNM-320-3-4-24-DTV 3 3%96W 3x4A
INFINITY - MLV / ELV / 0-10V / PWM / TRIAC
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS | MAXLOAD | MINLOAD |~ pr<ry
INF-J-30-1-1.3-24 1 30W 3W 1.3A
. _ INF-J-60-1-2.5-24 1 60W bW 2.5A
Infinity Series Indoor /
Class 2 INF-J-96-1-4-24 Outdoor 100 - 277V AC 24VDC 1 96W oW 4A
Transformer INFJ-192-2-4-24 2 2x96W 2X9W 2x4A
INF--288-3-4-24 3 3x96W 3XOW 3x4A
Tivoli, LLC. reserves the right to modify this specification without prior notice.
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Recommended Dimmers

DIMMING - 0-10V

DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT VOLTAGE MAX LOAD
0-10V Dimmer DIM-LD-010 Indoor 12V/24V DC 12V/24V DC 30 ”‘(’;\“ﬁ‘("g‘m)?)“tp"t
DIMMING - MLV

DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT VOLTAGE MAX LOAD
N-600 450W
N-1000 800W

MLV Dimmer N-1500 Indoor 120V AC 120V AC 1200W
|

D-600 450W
M-600 450W
M-1000 800W

DIMMING - ELV

DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT VOLTAGE MAX LOAD
ELV Dimme ME-600 Indoor 120V AC 120V AC 450W
i r
DE-300 300W

DIMMING - DMX

DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT PROTOCOL MAX UNIVERSE
TVOQ-1-WH 5V DC
TVOQ-2-BK
6V DC 1
DMX Controller TVOQ-2-WH Indoor DMX 512
TVOQ-10-BK-7
6-7V DC
TVOQ-10-WH-7 2

Touchscreen Touchscreen Touchscreen
TVOQ-1-WH TVOQ-10-XX-7 TVOQ-2-XX
WH (White only) XX = BK (Black), WH (White) XX = BK (Black), WH (White)

Tivoli, LLC. reserves the right to modify this specification without prior notice.
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