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Power Leads and Jumpers (Installed by Tivoli’s certi� ed solderers)

TPL-VA-O-LEAD-C

LEAD END
24”  standard 4 conductor 20AWG lead wire 
factory attached to one end of tape.

TPL-VA-O-LEAD-D 

LEAD/LEAD
24”  standard 4 conductor 20AWG lead wire 
factory attached to both ends of tape. 

TPL-VA-O-XEP

EXTRA LEAD WIRE
Additional factory attached 20AWG lead wire to 
extend lengths of LEAD-C and LEAD-D up to 20 
ft max.  Sold per foot (not shipped as spooled 
wire).

TPL-O-CONN
18-22AWG BUTT CONNECTORS
Used to interconnect factory attached lead wires. Sold individually. 
(4 ea required per connection).

Mounting Channel

EDGE

EDGE-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

EDGE-LNS-OP-6.5
Lens, opal, length 6.5’

EDGE-EC-01
Solid End Cap

EDGE-EC-02
Powerfeed End Cap

1�/�”

��/��”

1��/��”

�/�”

MCHAN-8-LP
Low profile mounting channel, 
clear polycarbonate, length 8’.

NOTE: No Lens option

�/��”

�/��” �/��”

��/��”

M CHAN
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WARNER

WRNR-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

WRNR-LNS-OP-6.5
Lens, opal, length 6.5’

HORIZON

HRIZ-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

HRIZ-LNS-OP-6.5
Lens, opal, length 6.5’

HRIZ-EC-01
Solid End Cap

HRIZ-EC-02
Powerfeed End Cap

DOME

DOME-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

DOME-LNS-OP-6.5
Lens, opal, length 6.5’

DOME-EC-01
Solid End Cap

DOME-EC-02
Powerfeed End Cap

WRNR-EC-01
Solid End Cap

WRNR-EC-02
Power feed End Cap

WRNR-MTBK
Mounting Clip

13/32”

29/32”

3/4”
13/16”

3/4”

25/32”

9/16”

11/32”

3/4” 15/16”
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ALTON

ALTN-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
Available in 6.5’ lengths

ALTN-LNS-OPL-6.5
Lens, Opal, 6.5’ length

ALTN-LNS-CLR-6.5
Lens, Clear, 6.5’ length

ALTN-LNS-DIF-6.5
Lens, Diffuser, 6.5’ length

ALTN-EC-01
Solid End Cap

ALTN-EC-02
Powerfeed End Cap

1 3/8”

17/32”

1”

NOYES

NOYS-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
Available in 6.5’ lengths

NOYS-LNS-OPL-6.5
Lens, Opal, 6.5’ length

NOYS-LNS-CLR-6.5
Lens, Clear, 6.5’ length

NOYS-LNS-DIF-6.5
Lens, Diffuser, 6.5’ length

NOYS-EC-01
Solid End Cap

NOYS-EC-02
Powerfeed End Cap

NOYS-SPRiNG-CLP
Clip, Spring, Metal

11/32”

15/16” 1”

113/16”

MOFT-LNS-DIF-6.5
Lens, Diffuser, 6.5’ length

MOFT-EC-01
Solid End Cap

MOFT-EC-02
Powerfeed End Cap

MOFT-CLP-SLV
Clip, Metal

MOFETT

MOFT-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
Available in 6.5’ lengths

MOFT-LNS-OPL-6.5
Lens, Opal, 6.5’ length

MOFT-LNS-CLR-6.5
Lens, Clear, 6.5’ length

23/32”

19/32”1/2”
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MARSALA

MRSL-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

MRSL-LNS-OPL-6.5
Lens, opal, length 6.5’

MRSL-LNS-CLR-6.5
Lens, clear, length 6.5’

MRSL-LNS-DIF-6.5
Lens, diffuser, length 6.5’

MRSL-EC-01
Solid End Cap

MRSL-EC-02
Powerfeed End Cap

MRSL-CLP-SLV
Clip, Metal

1/2”

25/32”

25/32”

Power Supplies

144

24V POWER SUPPLIES
DISTRIBUTOR NET PRICES
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DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-90-1-4-24-D

Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz

24V DC

1 90W 3.75A $190.00/ea
ADNM-120-1-4-24-D 1 96W 4A $225.00/ea
ADNM-240-2-4-24-D 2 2x96W 2x4A $275.00/ea
ADNM-320-3-4-24-D 3 3x96W 3x4A $363.00/ea

ADNM - NON DIMMING

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-90-1-4-24-DOT

Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz

24V DC

1 90W 3.75A $240.00/ea

ADNM-120-1-4-24-DOT 1 96W 4A $300.00/ea

ADNM-240-2-4-24-DOT 2 2x96W 2x4A $400.00/ea

ADNM-320-3-4-24-DOT 3 3x96W 3x4A $525.00/ea

ADNM - 0-10V DIMMING

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-90-1-4-24-VW

Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz

24V DC

1 90W 3.75A $300.00/ea

ADNM-120-1-4-24-VW 1 96W 4A $350.00/ea

ADNM-240-2-4-24-VW 2 2x96W 2x4A $375.00/ea

ADNM-320-3-4-24-VW 3 3x96W 3x4A $475.00/ea

ADNM - VARIABLE / DMX SINGLE ADDRESS

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-240-2-4-24-VW-2 Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz

24V DC
2 2x96W 2x4A $500.00/ea

ADNM-320-3-4-24-VW-3 3 3x96W 3x4A $775.00/ea

ADNM - VARIABLE / DMX MULTI ADDRESS

ADNM - DMX SINGLE ADDRESS

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-90-1-4-24-DIN

Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz 24V DC

1 90W 3.75A $231.00/ea

ADNM-120-1-4-24-DIN 1 96W 4A $325.00/ea

ADNM-240-2-4-24-DIN 2 2x96W 2x4A $400.00/ea

ADNM-320-3-4-24-DIN 3 3x96W 3x4A $475.00/ea

INDOOR & OUTDOOR 

ADNM - DMX MULTI ADDRESS

DESCRIPTION CAT NO APPLICATION PRIMARY 
VOLTAGE

SECONDARY 
VOLTAGE

CIRCUIT 
BREAKERS MAX LOAD CIRCUIT 

CAPACITY PRICE

ADNM Series
Class 2 

Transformer

ADNM-240-2-4-24-DIN-2 Indoor / 
Outdoor

100-277V AC 
5o⁄60 Hz

24V DC
2 2x96W 2x4A $500.00/ea

ADNM-320-3-4-24-DIN-3 3 3x96W 3x4A $775.00/ea

Recommended DMX Sub-Controller

DESCRIPTION CAT NO MODES WATTAGE PRIMARY VOLTAGE DIMENSION

DMX Sub-controller TPL-RGBW-180-24 Sub-controller only 5X96W 24V DC 2.87” W X 6.46” L X 1.45” H
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DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT PROTOCOL MAX UNIVERSE

DMX Controller

TVOQ-1-WH

Indoor

5V DC

DMX 512
1

TVOQ-2-BK
6V DC

TVOQ-2-WH

TVOQ-10-BK-7
6-7V DC

TVOQ-10-WH-7 2

DIMMING - DMXRecommended DMX Controller

TVOQ-10-XX-7
XX = BK (Black), WH (White)

TVOQ-2-XX
XX = BK (Black), WH (White)

 Touchscreen  Touchscreen

TVOQ-1-WH
WH (White only)

 Touchscreen

DMX-SPLT-8
DMX Splitter
8 ports of DMX 512, RJ45 and 3-pin 
Hardwire Connection

Note: If the number of DMX sub-controllers 
exceed 32 units, a DMX Splitter is required.

Accessories


