














ELITE TivoTapeT“" Outdoor (factory installed power lead wires)

Trvoli
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ELITE TivoTapeT"" Outdoor (factory installed power lead wires) iIMI

HO Photometric Data (Based on 3000K / 1’ strip)

Distance Center Beam FC Beam Width
1.7 FT 53.6 FC 49 FT
33 FT 14.2 FC 95 FT
5.0 FT 6.2 FC 14.4 FT
6.7 FT . 34FC 193 FT
2.25 FC
8.3 FT G 240 FT
1.55 FC
10.0 FT 289 FT
1
78
B9

Maximum Candela = 156.5

Located At Horizontal Angle =0

Vertical Angle = 2.5

#1 Vertical Plane Through Horizontal Angles (0-180) (Through Max. Cd.)
#2 Vertical Cone Through Vertical Angle (2.5) (Through Max. Cd.)
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Mounting Channel

ALTON

17/32"

DOME

ALTN-CHAN-SLV-6.5

Anodized Aluminum Extrusion, Lens, opal, length 6.5’
available in 6.5’ lengths

ALTN-LNS-CLR-6.5

Lens, clear, length 6.5’

ALTN-LNS-OPL-6.5

ALTN-LNS-DIF-6.5 ALTN-EC-01 ALTN-EC-02
Lens, diffuser, length 6.5’ Solid End Cap

Powerfeed End Cap

EDGE

DOME-CHAN-SLV-6.5
Anodized Aluminum Extrusion, Lens, opal, length 6.5’
available in 6.5’ lengths

DOME-LNS-OP-6.5

D

DOME-EC-01 DOME-EC-02
Solid End Cap Power feed End Cap

A

EDGE-CHAN-SLV-6.5 EDGE-LNS-OP-6.5
Anodized Aluminum Extrusion, Lens, opal, length 6.5’
available in 6.5’ lengths
] .
13/4"
-11/16™( 3747 ‘il
” J EDGE-EC-01 EDGE-EC-02
— 13/ -
Solid End Cap Powerfeed End Cap
Tivoli, LLC. reserves the right to modify this specification without prior notice.
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ELITE TivoTapeTM Outdoor (factory installed power lead wires)
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MOFETT

NOYES

MOFT-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

MOFT-LNS-DIF-6.5

Lens, diffuser, length 6.5’ Solid End Cap

MOFT-LNS-OPL-6.5
Lens, opal, length 6.5’

MOFT-EC-01

MOFT-LNS-CLR-6.5

Lens, clear, length 6.5’

S

MOFT-CLP-SLV
Clip, Metal

MOFT-EC-02
Powerfeed End Cap

h1 1/32"—ﬂ

WARNER

NOYS-CHAN-SLV-6.5

Anodized Aluminum Extrusion,
available in 6.5’ lengths

NOYS-LNS-DIF-6.5
Lens, diffuser, length 6.5’

NOYS-EC-01
Solid End Cap

NOYS-LNS-OPL-6.5
Lens, opal, length 6.5

NOYS-LNS-CLR-6.5

Lens, clear, length 6.5

NOYS-EC-02 NOYS-SPRING-CLP
Powerfeed End Cap  Clip, Spring, Metal

29/35"
f
13/3"
‘ 3/4,’ ‘
\ 13/16" |
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WRNR-CHAN-SLV-6.5
Anodized Aluminum Extrusion,
available in 6.5’ lengths

WRNR-LNS-OP-6.5
Lens, opal, length 6.5

- L @ |
™3
)
e
WRNR-EC-01 WRNR-EC-02 WRNR-MTBK
Solid End Cap Power feed End Cap Mounting Clip
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Recommended Power Supplies

ADNM - NON DIMMING

PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS MAX LOAD CAPACITY
) ADNM-90-1-4-24-D 1 oW 3.75A
ADNM Series ADNM-120-1-4-24-D Indoor / 100277V AC 1 96W 4A
Class 2 24V DC
T ADNM-240-2-4-24-D Outdoor 5060 Hz 2 2X96W 2x4A
ransformer
ADNM-320-3-4-24-D 3 3x96W 3x4A
ADNM - 0-10V DIMMING
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS MAX LOAD CAPACITY
ADNM-90-1-4-24-DOT 1 oW 3.75A
ADNM Series ADNM-120-1-4-24-DOT Indoor / 100277V AC 1 96W 4A
Class 2 Outdoor 5060 Hz 24vDC
Transformer ADNM-240-2-4-24-DOT 2 2X96W 2x4A
ADNM-320-3-4-24-DOT 3 3x96W 3x4A
ADNM - DMX SINGLE ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CATNO APPLICATION VOLTAGE VOLTAGE BREAKERS MAX LOAD CAPACITY
ADNM-90-1-4-24-DIN 1 90w 3.75A
ADNM Series ADNM-120-1-4-24-DIN Indoor / 100-277V AC 1 96W 4A
Class 2 ADNM-240-2-4-24-DIN Outdoor %0 Hz e 2 2x96W 2X4A
Transformer X X
ADNM-320-3-4-24-DIN 3 3x96W 3x4A
ADNM - DMX MULTI ADDRESS
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS MAX LOAD CAPACITY
ADNM Series ADNM-240-2-4-24-DIN-2 Indoor / 100277V AC 2 2x96W 2x4A
Class 2 ADNM:-320-3-4-24-DIN-3 Outdoor 5060 Hz 2vbe 3 3H96W 3xdA
Transformer
ADNM - DMX/DALI FLICKER-FREE FOR TV STUDIO
PRIMARY SECONDARY CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION VOLTAGE VOLTAGE BREAKERS MAX LOAD CAPACITY
O e | WL 2D oor | 00TVAC | oe T oo | e
Class 2 Outdoor 5060 Hz
Transformer ADNM-320-3-4-24-DTV 3 3x96W 3x4A
Tivoli, LLC. reserves the right to modify this specification without prior notice.
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Recommended Power Supplies

ER - JA8 w/ELITE 3000K

PRIMARY | SECONDARY | CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION | o) o VOLTAGE | BREAKERs | MAXLOAD | corc
ER Series
Class 2 Driver ER-80-1-5.5-24D
£R Serics Jcoo | 120277V AC | 24V DC 1 80W 3.3A
Class 2 ERG-80-24-DIM1-10
0-10V Dimming
INFINITY - MLV / ELV / 0-10V / PWM / TRIAC
PRIMARY | SECONDARY | CIRCUIT CIRCUIT
DESCRIPTION CAT NO APPLICATION | v /5 VOLTAGE | BREAKERs | MAXLOAD | MINLOAD | <ot
INF3-30-1-1.3-24 1 30W 3W 13A
e INF-J-60-1-2.5-24 1 60W 6W 2.5A
Infinity Series Indoor /
Class 2 INF3-96-1-4-24 vty | 100-277V AC 24VDC 1 96W oW 4A
Transformer INF3-192-2-4-24 2 2X96W 2X9W 2x4A
INF-288-3-4-24 3 3x96W 3XOW 3x4A
Recommended Dimmers
DIMMING - 0-10V
DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT VOLTAGE MAX LOAD
0-10V Dimmer DIM-LD-010 Indoor 12V/24V DC 12V/24V DC 50 m(’s*“ﬁ‘(“g‘hlompm
Y)
DIMMING - MLV
DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT VOLTAGE MAX LOAD
N-600 450W
N-1000 800W
MLV Dimmer N-1500 Indoor 120V AC 120V AC 1200W
|
D-600 450W
M-600 450W
M-1000 800W
DIMMING - ELV
DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT VOLTAGE MAX LOAD
ELV Dimmer ME-600 Indoo 120V AC 120V AC 450W
| r
DE-300 300W
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Recommended Dimmers

DIMMING - DMX

DESCRIPTION CAT NO APPLICATION INPUT VOLTAGE OUTPUT PROTOCOL MAX UNIVERSE
TVOQ-1-WH 5V DC
TVOQ-2-BK
6V DC 1
DMX Controller TVOQ-2-WH Indoor DMX 512
TVOQ-10-BK-7
6-7V DC
TVOQ-10-WH-7 2

o M g @ @ ®

‘ Oy 45

® G, Touchscreen Touchscreen Touchscreen
TVOQ-1-WH TVOQ-10-XX-7 TVOQ-2-XX
WH (White only)

XX = BK (Black), WH (White) XX = BK (Black), WH (White)
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